IFB NO. W912DS-R-0015
Amendment No. 3

NOTICE TO BIDDERS
Failure of any bidder to
To acknowledge receipt
Of this Amendment in

Item 19 of Standard Form Department of the Army

1442 (Pg. 00010-2) may New York District

result in REJECTION of Corps of Engineers

the bid. New York, New Y ork 10278-0090

AMENDMENT NO. 3 DATED AUGUST 22, 2005 FOR MICHIE STADIUM, WEST POINT
MILITARY ACADEMY, NY

TO BIDDERS

1. Thefollowing changes shall be made:

DRAWINGS

The following drawings, bearing the revison date of August 22, 2005, supersede
drawings bearing the same number and title;

DRAWING FILE NO SHEET REFERENCE NUMBER/TITLE

7687-16480 A4-02 RESTORATION DETAILS: TYPICAL
CONCRETE DETAILS, SHEET 2

RAYENETTE GURNEY
Contracting Officer
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EXISTING SEATING PLANKS TO BE REMOVED TOGETHER

WITH THE STANCHION

—

REMOVE EXISTING 1/2" OVAL
FLANGE BY CORING OUT w/
3/4"¢ x 2" DIAMOND CORE

SEE BUILDING SECTION — VARIES

STANCHIONS/BOLTS SCHEDULE

INFO PURPOSES ONLY
CONTRACTOR SHALL VERIFY ACTUAL QUANTITIES

LOCATION STANCHIONS | BOLTS
NORTH-WEST STANDS 3,580 7,160
SOUTH-WEST STANDS 3,495 6,990

/{\ SEATING BENCHEY NOTES )

EXISTING ALUMINUM STANCHION TO BE
REMOVED, STORED AND REINSTALLED IN

1. CONTRACTOR TO REMOVE, MARK, STORE AND
PROTECT BENCHES. THEY MUST BE REINSTALLED
IN THEIR ORIGINAL LOCATIONS, WITH EXCEPTIONS.
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